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PRIOR TO ALLOWING TRAFFIC ON ANY PORTION OF THE ‘ Sah
ROADWAY THAT HAS BEEN COLDMILLED OR BEFORE
. RESURFACING OPERATIONS BEGIN, THE CONTRACTOR
3" R SHALL HAVE ERECTED “UNEVEN PAVEMENT” SIGNS THAT POINTS A SHOULD BE HIGHER THAN POINT B
CONFORM TO THE ABOVE DETAILS. A MINIMUM OF ONE
SIGN AT EACH END OF THE IMPROVEMENT WILL BE
REQUIRED. THE CONTRACTOR SHALL MAINTAIN THE
“UNEVEN PAVEMENT” SIGNS UNTIL THE RESURFACING
| n OPERATIONS ARE COMPLETED.
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GENERAL NOTES

IN GENERAL, ALL EARTH SURFACES DISTURBED DURING CON-
STRUCTION OPERATIONS SHALL BE SEEDED AND MULCHED
UPON COMPLETION OF ALL GRADING OPERATIONS.

FERTILIZER NUTRIENTS AND LIMESTONE SHALL BE APPLIED
TO ALL SEEDED AREAS.

THE RATES OF APPLICATION OF FERTILIZER, MULCH AND LIME-
STONE SHALL BE AS SPECIFIED IN THE SPECIAL PROVISIONS.

SECTIONS 250 AND 251 OF THE STANDARD SPECIFICATIONS
SHALL GOVERN THIS WORK EXCEPT AS SPECIFIED HEREIN OR
AS NOTED IN THE SPECIAL PROVISIONS, "
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